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Usage and Application |

The machine can send shaped and granule materials into receiving equipment evenly, timely and continuously. It can feed the
crusher continuously and classify the material primarily in sand making and stone crushing line. It is widely used as crushing and
screening line in the industry of metallurgy, building materials, chemical industry, coal mining, and abrasive material.
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Features:

1. Smoothly vibrating, long service life . 2. Adjustable vibrating force and flow of materials. 3. Low noise and power
consumption. 4. Simple structure, convenientinstallation and operation.
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ns Feeding Chute Size Max. Feeding Capacity Motor Power| Weight Dimension

Model (mm) Size(mm) (t/h) (kw) (kg) (mm)
GZD-750X 2500 750X 2500 300 50-80 3 1590 2580X1100X 1400
GZD-850X3000 8503000 400 80-120 7.5 3895 3110X1800X 1600
GZD-960 X 3800 960X 3800 500 120-210 11 3980 3850X1950X 1630
GZD-1100X 4200 1100X4200 580 200-430 15 4170 4400X2050X1660
GZD-1100X 4900 1100X 4900 580 280-500 15 4520 5200X2050X 1700
GZD-1300X 4900 1300X 4900 650 450-600 22 5200 5200X2350X 1750
GZD-1500X 6000 1500 X 6000 800 500-700 30 8670 6082 X2995X2095

F BAKIBMATE, ML RBITEH. Note: Any change of technical data shall not be advised additionally.
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Usage and Application |

It is widely used in the industry of
mining, building materials, chemical
industry, metallurgy and fodder. It can crush
materials with middle or less than middle
hardness into secondary or fine granularity,
such as, barite, limestone, terrazzo, silica
sandstone, coal, coke, gypsum, aluminum
sulfate, slag, etc.
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Working Principle and Features |

The electric motor drives the rotor and the rotor moves, making the hammer
rotate in high speed. The materials are crushed in the crusher by the rotated
hammer. The end products come out via the strips of the screen under the
machine. The size of the granularity can be adjusted by changing the gap
among the screen strips. The advantages of the machine are simple in
operating, high in productivity, and very low investment cost.
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ns Max. Output Size Capacity Motor Power Weight
Model Feeding (mm) (t7h) (kw) )

Size(mm)

PC400 X 300 100 <15 3-10 11 0.86

PC600 X400 120 <15 8-15 22 1.55
PC800 X 600 150 <20 10-40 55 4.8
PC1000X 800 200 <30 16-65 110 8.1

PC1300X 1200 280 <40 50-200 240 14.8

PC1600X 1600 350 <50 100-350 480 37.5

E RABENEES,

m BT LHEBERAR SHANGHA JOYAL MINING MACHINERY CO., LTD.
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Usage and Features |

The machine is used for transferring bulk or packaged materials. It is widely used in the industry of mining, building materials,
metallurgy, coal and so on. According to various transferring requirements, the transferring system can be single or multi-
conveyors or combined with other equipment to make up slope or horizontal transfer systems to meet the need of different working
conditions. The machine has advantages of large transfer quantity, simple operation, convenient maintenance and standard parts
of the conveyor.

I e seeCIICANONS)
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Be(lrtnvn\:')dth Conveying Length(m)/Power(m/kw) g;gzg?r:;:? C""(i’/i‘;'ty
500 <12/3 12-20/3-5.5 20-30/5.5-7.5 1.25-2.0 40-80
650 <12/4 12-20/4-5.5 20-30/5.5-11 1.25-2.0 80-120
800 <10/4 10-15/4-5.5 15-30/5.5-15 1.25-2.0 120-200
1000 <10/5.5 10-20/5. 5-11 20-40/11-22 1.25-2.0 200-320
1200 <10/7.5 10-20/7.5-15 20-40/15-30 1.25-2.0 290-480

. EAKEMAET S, BARRBITEEH. Note: Any change of fechnical data shall not be advised additionally.
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Sand Washer
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Usage Application |

XSD series sand washer is a high-efficiency sand
washing equipment adopting wheel-like structure, which
works with sand making machine. It can wash the stone
powder and impurity from the mixed sand that made by
sand making machine, which can improve the sand quality.
It is widely used in washing, grading and dehydrating in the
industry of stone factories, construction site and quartz
sand in glass factory.
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1. High efficiency, reasonable structure, high capacity and low consumption.

2. The bearing device of impeller drive is separated from water and materials in water, which greatly protects the bearing from
soaking, sand and other pollutants.

3. Compared with the spiral sand washing machine, the loss of medium and fine sand and powder is minimized, and the grade
and fineness can meet the required standard.

4. This machine has long service life and low maintenance costs.

D000 K SERIES MAIN SPECIFICATIONS

=] = AR . - FS AR

o of M A i wEE | mamE | =S PR
ns Impeller Size Max. Feeding Capacity Motor Power| Weight Dimension
Model (mm) Size(mm) (t/h) (kw) (t) (mm)

XSD2610 ©2600X1000 10 20-50 5.5 2.68 3255X1982X2690

XSD2816 ©2800X1600 10 30-60 7.5-11 3.05 3540 3000X 2880

XSD3016 ®3000X 1600 10 50-120 11-15 3.26 3845X3000X 3080

XSD3620 ®3600X2000 10 60-150 18.5 4.30 4500X3206X3480

F: BABEWMET Y, BAS{TEH. Note: Any change of technical data shall not be advised additionally.

NEXTEETTETN)))))))))))RSERES MBINSBECIFICATIONS)
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ns Spiral Diameter Nu'mber of Feeding Capacity Consumption Motor Power Dimension Weight

Model (mm) Spiral(pcs) | Size (mm) (t/h) (m*/h) (kw) (mm) (t)
XL-762 762 1 <10 75 9-63 11 9070X2650X1530 | 5.20
2XL-762 762 2 <10 140 20-150 2X11 9070X3250X 1530 | 7.45
XL-914 914 1 <10 100 10-80 15 9070X2650X1638 | 6.35
2XL-914 914 2 <10 200 60-300 2X15 9070X3510X 1638 | 11. 30
XL-1118 1118 1 <10 175 13-168 22 9070X2830X1900 | 12. 70
2XL-1118 1118 2 <10 350 60-600 2X22 907038901900 | 16. 50

. EAKEMAET S, BARRBITEH. Note: Any change of technical data shall not be advised additionally.
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Portable Crushing Plant
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Usage and Application |

The portable crushing plant is not limited by the crushing place and reduces high material transportation cost. It can crush
materials on site or work nearly. It is widely used in the industry of mining, metallurgy, building materials, traffic, water conservancy
and so on.

E BT LHEBERAR SHANGHA JOYAL MINING MACHINERY CO., LTD.




Features:

1. Moving easily. It can go to the crushing place where it is difficult to go. It can move not only on the smooth road, but
also on the bumpy road.

2. Compact structure and simple operation. Integrative equipment group with trailer saves the working area. With
generator, motor and control box, it can work even in the place where there is no electricity. Equipped with supporting facilities,
it can be installed quickly and conveniently.

3. Saving the cost. By crushing the materials on site, the transportation cost is reduced.

4. Wide applicability. The crushing plant can work as an independent unit or work with other units to form a primary-
secondary crushing system or primary-secondary-fine crushing system. It can also work as a production line with the screening
equipment according to the requirement of customers (firstly screening then crushing, or firstly crushing then screening)

5. Stable performance and
convenient maintenance.
Equipped with crushers,
vibrating feeders and vibrating
screens designed by Shanghai
Joyal Mining Machinery, the
machine shows high quality and
reliable performance. Materials
are delivered by belt conveyors,
which is simple to operate and
easy to maintain. The machine is
featured by low investment and
high production efficiency.

6. Flexible configuration. It
can be customized according to
customers' requirement on
working site, materials and
particle shape. Examples of
customized machines include
single units, combined units and
so on.

SHANGHAI JOYAL MINING MACHINERY CO., LTD. ki Ti#" Lh#i AR 2 8 m
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2 zh i st A 5% ik Portable Jaw Crushing Plant
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Iltem = Jaw Crusher g Configuration|Extended Belt| Generator | Capacity [Power Overalll?_LmerEion Weight
& Vibrating Belt of Wheels | Conveyor (t/h) (kw) EXEXSE) (t)
Model Feeder Conveyor L X W X H(mm)
GZD960 X FF 2 W4 g 1% B _ 13200X% 2900
YG938E69 |" 3500 | PEG00X900 |B650 > 7M | FEEZIHL | o T 1 loptional| 707150 91.5 < 4700 42
GZD1100 I %5 = 4 prd i 1% Bt _ 15000 X 3100
YG1142E710| 57000 | PE750X 1060 (B800>X oM | Zu3 =0 | "Bk 1o B8 ok ay| 90-200 | 134 % 5100 55
GZD1300 B1000 X | FEEmis 3% AL 1% AL _ 17000 X% 3300
WGISA9EIN2| "y qoo (PESOORCHZ00Y ) /'y QU Ootional [ORIGREN ' 0300 M. X 5600 72

. EAKEMAET S, BARRBITEEH. Note: Any change of technical data shall not be advised additionally.
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Portable Impact Crushing Plant % Zf) [& if = i 0% i
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I H - L R~
tem |EAGHE (Rruns| 5EN| wpes | zen | ame| wx | AERT | o5g
mis Vibrating Impact Belt Configuration | Generator | Capacity Power (eJ;eax = ; _:..S_)o Weight
Model Screen Crusher Conveyor| of Wheels (t/h) (kw) L><W><JLI:|(m'rEJn) (t)
- :
Y3S1548F1010 | 3YZS1548 | PF1010 |B500x 7m| T < X4 B | 50-950 70-90 S
Dual-axle | Optional X 6000
Y3S1848F1210 | 3YzS1848 | PF1210 |B650x 7m| 77 % XX B | 90-300 | 128.5- 150.5| !2900X3000 | ¢
Dual-axle | Optional X6500
Y3S1860F1214 | 3YzS1860 | PF1214 |Besoxsm| Frax =4 | EE | g0 400 | 154- 190 | 13900X3000 | .,
Tri—axle | Optional X6500
gt — >
Y352160F1315 | 3YZS2160 | PF1315 |Bsooxsm| FFac=# | EE | 15q 450| 510- 297 | 14000X3200 | o,

Tri-axle | Optional X 6800

. BEAFIBEMET D, BLRBITiEEH. Note: Any change of technical data shall not be advised additionally.

Portable Cone Crushing Plant 2 7] [&] £f £ 1/ 7 1k

I e seeCIRG ANONS )

= o 46 o SRRt _

item | FRFNTHEES Hg;ﬁﬁgﬁ& &;mmifg RisfE Lt | AES ES Overall Dimension| =&
45 Vibrating Cone Belt Configuration | Generator |Capacity Power (EXEXS) Weight
I\;'odel Screen Crusher Conveyor of Wheels (t/h) (kw) L X W H(mm) t)

puid i 13000 %X 2800

F 2= W 5 _
Y3S1548Y900 | 3YZS1548 | PYB90O |B500 X 7M| b=2<PUHE | o IR | 50-200 75 ST 43
FF 25 W 4h 1% Fig _ _ 130003000
Y351848536 | 3YZS1848 | ZYS36 |B650X 7M| AU | o IR | | 70-300 99-134 e100 47
F 3 = 44 buid i _ _ 14000X3000
Y351860851 | 3YZS1860 | ZYS51 [B650X8M| ZUE =Wl | ;270 |120-400| 212.5-220.5 <6700 53

14000X3200 58

g = ;
v332160H220 | 3YZS2160 | HP220 |Bsoox gm| FFi=% BB |440-450| 257 5-264. 5 003

Tri—axle Optional

. BRABIBUMETH, MARITEEH. Note: Any change of technical data shall not be advised additionally.
SHANGHAI JOYAL MINING MACHINERY CO., LTD. S mH LA ER A E
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E S EE ¥ Y1 Raymond Mill
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Usage and Application |

The purpose of the
machine is to grind materials in
the fields of building materials,
mining, metallurgy and
chemical industry. The
materials must be non-
flammable and non-explosive
materials such as: limestone,
calcite, barite, dolomite,
potassium feldspar, marble,
talcum, gypsum, kaoline,
medical stone, rock phosphate,
manganese ore, iron ore,
glass, ceram, active carbon,
carbon black, fireproof
materials, heat preservation
materials, chemical materials
and so on(300 kinds of
materials). The materials
should have the hardness less
than 7 in Moh's scale and
humidity less than 6 percent.
The granularity of the end
products can be adjusted from
30 to 325 meshes.

E BT LHEBERAR SHANGHA JOYAL MINING MACHINERY CO., LTD.
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Working Principle

After the materials enter the grinding room of the main equipment, the grinding roller swings outward and presses
closely upon the grinding ring due to the centrifugal force generated by the rotation of the main shaft . The blade carries
materials to the space between the grinding roller and grinding ring and materials are ground as the grinding roller rolls.

After being ground, the powder is selected by classifier via the cycle wind of the blower and the rough powder will be
back to the grinding room for regrinding. The qualified powder is brought into the powder collector together with airflow. The
powder comes out as end products while the airflow goes back to the powder collector in cycling to make the machine work
normally. The remained airflow comes out after purification by dust catcher.

Ui s s

B B BEIR
* Grinding Roller GrindingRing |HERIRIE| K RRE = Bl SMNFE R ~F
Item o i — Iz — Feeding Output Capaity &R Overall
ER=1 "= BE =SE Outside =Y Size Size (t/h) Motor Dimension
Model Numbers|Diameter| Height | i o | Height (mm) (mm) Power (mm)
(pcs) (mm) (mm) (mm) | (mm) (kw)

3R2115
3R2615
3R2715 270 150 884 150 <15

3 210 150 726 150 <15
3
3
3R3015 3 300 150 965 150 <15
4
4
¥

.613-0.044 (0.28-1.8| 28.2 4480<3100X3970

260 150 865 150 <15 .613-0.044 (0.35-2.8| 35.7 5000 <4100 X 4850

.613-0.044 (0.40-3.4| 42.7 5050X 4150 <4900

.613-0. 044 (0.45-3. 7 55 52004200 < 4950
.613-0.044 | 0.6-4.5 55 52505000 X 5500

4R3016 300 160 990 160 <20

o |o|lo |o|o| o

4R3216

F BAKIBMATH, BARITEHM. Note: Any change of technical data shall not be advised additionally.

320 160 1073 160 <25 .613-0.044(1.0-5.2| 72.5 7700 <7200 X 8800

SHANGHAI JOYAL MINING MACHINERY CO., LTD. ki Ti#" Lh#i AR 2 8 m
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High-pressure Suspension Mill
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Usage and Application |

The purpose of the
machine is to grind materials
in the fields of construction,
mining, metallurgy and
chemical industry. The
materials should be non-
flammable and non-explosive.
Examples of the materials are:
quartz, feldspar, barite,
fluorite, dolomite, garnet,
carborundum, bauxite, zircon,
marble, calcite, iron ore, rock
phosphate, coal, ceram, slag
and so on(400 kinds of
materials). The materials
should have the hardness less
than 9.3 in Moh's scale and
humidity less than 6 percent.
The granularity of the end
products can be changed from
30 to 425 meshes.

m BT LHEBERAR SHANGHA JOYAL MINING MACHINERY CO., LTD.
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Working Feature

It has the same working principle as raymond mill, but its grinding device is fixed with 1000 - 1500 kg pressure spring. When
the machine works, the grinding roller, under the action of high pressure spring and centrifugal force, rolls close up to grinding ring,
its rolling pressure is 1.2 times higher than that of raymond mill given an identical condition and its output may increase 20% to
30%; When the grinding roller and grinding ring reach a certain degree of abrasion, by adjusting the length of high-pressure spring
to keep the constant grinding pressure between grinding roller and grinding ring, stable output and fineness are guaranteed.

Ui s

T iR B IR ) B
7 Grinding Roller GrindingRing |H#HRIBE| RBRRE =g = INEE R~
ltem w - LY - Feeding Output Capacity | Motor Overall
e HE BH? =SE Outs1i:3e =54 Size Size (t/h) Power Dimension
M Numbers | Diameter | Height |~ Height (mm) (mm) (mm)
odel Diameter (kw)
(pcs) (mm) (mm) (mm) | (Mm)
YGM75 3 260 150 865 150 <15 |0.613-0.033|0.4-3.1| 35.7 | 5000X4100X4850
YGM85 3 270 140 907 140 <20 |0.613-0.033[0.5-4.0| 42.7 | 5150X5000X5200
YGM95 4 310 170 1050 170 <25 [0.613-0.033|1.1-5.6| 72.5 | 7550X7400X8100
YGM130 5 410 210 1400 210 <30 |0.613-0.033[2.2-9.5| 157.5| 8510X8000X9645
YGM160 6 440 270 1740 270 <35 |0.613-0.033| 8-22 253 12550 X 5700 X 8355

. BAKIEMATY, BARTEM. Note: Any change of fechnical data shall not be advised additionally.
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Three-ring Micro Powder Mill
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Usage and Application |

The machine is designed to produce super-fine powder or micro powder of different materials with hardness less than 6 in
Moh's scale and humidity less than 6 percent such as kaolin, limestone, calcite, marble, talcum, barite, gypsum, dolomite,
bentonite mud, mica, pyrophyllite, sepiolite, diatomite, graphite, alunite, fluorite, potassium feldspar, phosphorite, pigment and so
on. The granularity of the end products is 325-2500 meshes (0.044-0.005mm).

Working Principle

The motor of main equipment drives the main shaft and dial through
reducer, and the dial drives numbers of rollers moving in the ring channels via
pins. After being crushed by hammer crusher, big materials become small ones
and they are sent to the hopper by elevator. The electromagnetic vibrating
feeder sends them to the middle of first layer of dial evenly; the materials will be
driven to the edge of dial by centrifugal force and fall into the ring channels and
are pressed, crushed and ground by the grinding rings and rollers. After ground
in the first layer of the dial, the materials fall into the second and third layer and
are crushed and ground. The high-pressure centrifugal blower inhales air from
outside and blow the materials from the third layer to powder classifier. The
rotating turbo in the powder classifier makes the coarse materials return to the
mill and reground, while the fine powder mixed in the air goes into the cyclone
collector and is discharged from the bottom via discharge valve. The air with
very little fine powder is purified by pulse dust catcher and discharged by
blower and muffler.

Features:

1. High-efficiency and low consumption

With the same fineness of end products and motor power, its output is two times higher than that of Jet Mill, Mix Mill, and Ball
Mill.

2. Quick-wear parts with longer working life

The grinding rollers and rings are made of special materials. Generally, their work life is more than one year and it could be as
long as two years when processing calcium carbonate.

3. Security and Reliablity

Because there are no rolling bearings and bolts in the grinding chamber, the problems of easily damaged bearings and
sealings as well as machine damage due to the bolts looseness are avoided.

4. Cleansing and Environment Protection
The adoption of pulse dust collector and muffler reduces the industrial dust pollution and noise, which reaches the National

Standard.
£ 2 8% A 5 8 Vit
mE | RESE | e | WE [TAE | AEEE | Lg | appe| AERY
B2 [ i ) | ) ot
ZYM60 15 ®600 1 10 0. 044-0. 005 | 350-2500 37 10000 X 2500X 5500
ZYM8O 21 ®800 1 10 0.044-0. 005 | 600-4500 55 130003000 X 5800
ZYM100 27 ®1000 1 10 0.044-0. 005 | 900-6500 110 180004000 X 8600

. BABIEMATH, ®ASR{TEHM. Note: Any change of technical data shall not be advised additionally.
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Usage and Application |

This machine is widely applied in mineral classification, cement,
fireproof materials, glass, ceramic, chemical industry and so on. It can
grind all kinds of rocks and grindable materials. There are two ways of

grinding: the dry process and the wet process.

TERE

IRENARFEHT AXAR Ao HHEFE
R AL A, AN N M e TRIKEN.
HLEE TAERY, Wl BE AN B =4
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Working Principle

Ball mill can be divided into lattice type and overflow type according to
different discharging methods, and this machine is a two-lattice type ball mill.
The materials from the feeding equipment enter evenly to the first bin of the
milling machine via the feeding hollow axis when it works. There is a ladder-like
or ripple-like scaleboard in the first bin and different specification steel balls are
filled in the bin. When the cylinder rotates and produces centrifugal force, the
force carries steel balls into a certain height and then makes them fall to strike
and grind the materials. After coarse grinding in the first bin, the material then
enters into the second bin via a single layer partition board. There is a
scaleboard and steel balls in the second bin, so the materials are further
ground. In the end, the powder is discharged by output material board.

Features:

This kind of machine has advantages of easy operation, convenient
maintenance, reliable performance and so on.

SRR M i s s sass

=25 of Cylinder Loading of F_eedmg Siz%u Capacity Motor Power Weight
Model (r/min) Ball(t) Size(mm) (mm) (t/n) (kw) (t)
©900X 1800 38 1.5 <20 0.074-0.8 0.65-2 18.5

©900X 3000 38 . <20 0.074-0.8 1.1-3.5 22 4.6
®1200X 2400 32 3.8 <25 0.074-0.6 1.5-4.8 45 12.5
©1200X3000 32 5 <25 0.074-0. 4 1.6-5 45 12.8
©1200X 4500 32 7 <25 0.074-0. 4 1.6-5.8 55 13.8
®1500X 3000 27 8 <25 0.074-0. 4 2-5 90 17
©1500X 4500 27 14 <25 0.074-0. 4 3-6 110 21
®1500X5700 27 15 <25 0.074-0. 4 3.5-7 132 24.7
©1830X 3000 24 11 <25 0.074-0.4 4-10 180 28
©1830X 6400 24 23 <25 0.074-0. 4 6.5-15 210 34
©1830X 7000 24 25 <25 0.074-0. 4 7.5-117 245 36
©2200X5500 21 30 <25 0.074-0. 4 10-22 370 48.5
©2200X6500 21 31 <25 0.074-0. 4 14-26 380 52.8
®2200X 7500 21 33 <25 0.074-0. 4 16-29 380 56
©2200X9500 21 38 <25 0.074-0. 4 18-35 475 62
®2400X7000 20 39.5 <25 0.074-0. 4 20-32 475 68
®2700X3600 21 39 <25 0.074-0. 4 13-28 400 717
®3200X4500 19 65 <25 0.074-0. 4 24-49 800 126
©3600X6000 18 117 <25 0.074-0. 4 38-82 1600 190

. BEAYIBEMET D, BLARTiEEH. Note: Any change of technical data shall not be advised additionally.
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Rotary Dryer
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Usage and Application |

It is widely used in the field of building materials, metallurgy, chemical industry, cement and so on. It can dry slag, coal powder,
mining powder, clay, sand, limestone and so on. It consists of gyre part, lifting blade, driving device, supporting device etc. The
dryer has advantages of reasonable structure, high efficiency, low energy consumption and convenient for transportation.

D e seecIEICAIONS)

ETEREARSE

ng ] G B S s B8
Model Rotation Speed(rpm) Slope (%) TemEégrgteusrte("C) Power(kw) Capacity (t/h) W?{?ht
®0.6X10 3.8-5 3-5 700 0.6-2
©0.8X10 3.8-5 &= 700 0.8-2.5
®1.0X10 3.8-5 3=5 700 1-3.5
D1.2X12 3-4 =6 700 2-6
®1.5X10 2.8-4 3-5 700 3-8
®1.5X12 2.8-4 3-5 700 15 3.5-9 22.3
®1.5X15 3 3-5 700 18.5 3.7-11 25.6
®1.8X14 2-4 &= 700 18.5 4-13 29
®2.2X12 2-4 3=5 700 22 6-15 33
©2.4X18 2-4 =6 700 30 8-25 53

F BAKIBMATE, ML RBITEH. Note: Any change of technical data shall not be advised additionally.
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DMC Series Pulse Bag Dust Catcher
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It is a small kind of bag dust catcher which is
improved on the basis of domestic and foreign
advanced technology. With pulse-jet dust cleaning
method, it has the advantages of high dust cleaning
efficiency, long life filter bags, easy maintenance
and reliable performance. It is preferred equipment
for removing dust at different spots such as the top
and bottom of machines.

Features:

1.Advanced pulse-jet dust cleaning technology, completely cleaning and low running resistance.
2.Qualified spare parts to ensure high dust cleaning efficiency.
3.Automatic control system, easy in maintenance, and high efficiency in running.

D e seeCIeiCATONS)

NP B s 4% = R.H
W ikl g | BE | AOEL | HOoge R e | RRAL| FREERK
ltem | gmme ER| KE | 88 | REED T ge R Eh | B | S8 | gx | 4@
ArFlow | Filter| Filter Air| Qty of | Equipment| njet Dust | OutletDust | Blasting |Affording| . Air | Motor £
o (m*Ih) Area| Speed E'"er Resistance | Concentration | Concentration | Pressure | Pressure | CONsUmptiono o o¢l  Qty of
= (M?) | (m/min)| 2298 (Pa) (mg/m®) (mg/m®) (MPa) (Pa) (m*/min) " g1ower | Pulse Valve
Model (Pcs) (kw) (Pcs)
DMC-32 | 1500-2100 | 24 | 1-1.5 32 0.10 1.5 4
DMC-48 | 2100-3200 | 36 | 1-1.5 48 0.14 3.0 6
DMC-64 | 2900-4300 | 48 | 1-1.5 64 0.20 3.0 8
<1200 <200 <50 0.4-0.6| 5000

DMC-80 | 4000-6000 [ 60 | 1-1.7 80 0.24 5.5 10
DMC-96 | 5200-7000 | 72 |1.2-1.7| 96 0.29 5.5 12
DMC-112| 6000-9000 | 84 |1.2-1.8| 112 0. 34 7.5 14
DMC-120{10800-21600| 96 | 1.5-4| 120 0. 45 7.5 20

. BRARIBEMATH, 8L SIT@4. Note: Any change of technical data shall not be advised additionally.
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RCY Series Permanent Magnetic Separator

ROYRFIk#HBEXMRKFZEHS R KBEELT . FHREEFE. BER. ER. REZFH2EM. 5
EMEENEEER. BTAIE#EYR P ENER. -3 T EMHKBEEMR. EAMEEXBITEN
BRIt TEMRNERENS, REBNETSREPLTEERKAESIT.

RCY series separator is made up
of high-performance magnetic core,
iron cleaning belt, reducer, frame,
rollers and so on. It is used with
different kinds of conveyors. The
separator can separate the 0.1-35kg
iron from the non-magnetic materials.
With computer simulated design,
perfect double-magnetic pole
structure, the separator can work
continually in harsh environment.

CXJ % 5 T8 7K B iS5 2 ek 4l

CXJ Series Dry Powder Permanent Magnetic
Roller Separator

CXJZR T T # ok & AL I AL N B2 157 21 I ) =
—MATHEM P EEBEMREMHEIERE, ER
BB 5% FA MR 45 RO BABR IR 1T, S T RE Ok A E SRk AR A4
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FERER. MAME. FEBET . RE. R
', AR, LIEBFTL.

CXJ series dry powder permanent magnetic roller
separators (from single to four cylinders) catch iron from
the dry powder materials. With special magnetic circuit
design and Nd-Fe-B materials as magnetic source, the
separators have advantages of intense magnetic field,
great suction, high efficiency for iron catching, non-
maintenance, saving energy, and reliable usage. The
machines can be adjusted for feeding to meet the request
of different size of materials. The separator is used widely
in the fields of abrasives, fireproof materials, non-metal
separating, carbon, grain, fodder, chemical materials, and
soon.
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KX Series Super Fine Rotor Powder Classifier

KXRFSHEFRNEMNERLAARARARERFXNEMNOEMR L, BFERTERRFNEZHE
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KX series powder classifier is
improved on the basis of whirlwind
powder classifier by applying
whirlpool theory to the rotary
powder classifier. It is an outside
circular rotary powder classifier.
The powder separating ratio can be
up to 85% in practical use. It has
reliable performance and could be
adjusted easily.

TERARSE

D) e sPECIEICATIONS)

E 4B B &£ X
. . . Motor for Main Shaft Blower
g |REE| @ | £~ | FREE
g [HER iR e (80 um A Bl
Model |Grinding| Speed of | Capacity| 75 7L i iif &) o _j_l.* o . =
_Mill [MainShaft|  (th) | Residual Rate BE ¥ SEE B x| NE | RE |z
Diameter| (rpm) fter Sieved b Model Power| Speed Model Speed| Air Air Motor
(m) after Sieved by (kw) | R (rpm) |Pressurg Content | p
80um Square ange P (Pa) (m/h) ower
Hole Screen (rpm) (kw)
KX500 | ©1.83 | 190-380 | 21-28 YCTL-225-4A| 11 P KXJF-No8C | 1680 | 2494 | 29668 30
KX600 | ©2.2 | 150-350| 30-35 YCTL-225-4B| 15 KXJF-No10C | 1200 | 2400 | 34996 37
KX700 | ©2.4 | 130-320 | 35-46 YCTL-225-4C| 18.5 KXJF-No12.5C| 1000 | 2390 | 64188 55
KX800 | ©2.6 | 120-280| 55-65 8%—10% YCTL-280-4B| 30 I KXJF-No14C | 980 2546 | 86331 90
KX900 | ©3.0 | 120-280| 70-86 YCTL-355-4A| 55 KXJF-No16B | 800 2466 | 99493 110
KX1000| ©3.5 | 120-280 | 90-115 YCTL-355-4B| 75 KXJF-No16B | 900 2684 | 136430 | 132
KX1200| ©3.8 | 120-260 | 120-160 Y380M-4 90 |120-1480 | KXJF-No20B | 680 2771 | 165164 | 160

F: BABEWMAETH, BAS{TEMH. Note: Any change of technical data shall not be advised additionally.
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Flow Chart of Stone Crushing Line : Flow Chart of Sand Making Line
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i’ 4% Spare Parts
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